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SUMMARY 
The dynamics of a large ( 48- in . ) ram- jet engine were investigated 
for supercritical operat i on at a Mach number of 2 . 75 over a range of 
simulated alti tudes from 68,000 to 82,000 feet . The investigation 
showed that the response of static or total pressure to fuel flow con -
sisted of a dead time followed by a response form that, in general, ap-
proximated a linear, first - order, lead- lag . Dead time varied signifi -
cantly only with distance from the combustion zone . Only slight dif -
ferences in rise ratio and time constant existed for the various sta-
tions in the ram jet . 
INTRODUCTION 
The advent of the ram jet as a practical means of supersonic pro-
pulsion has necessitated the development of suitable controls for this 
type of engine . If any engine is to be precisely contro11ed, of course, 
the dynamics of that engine must be known . For the ram jet, however, 
very little dynamics information is currently available . Studies that 
contribute to the supply of such information are therefore greatly 
needed . 
The many studies concerned with the dynamics of the turbojet engine 
do not aid greatly in determining the dynamics of the ram- jet engine . 
Entirely new problems in the dynamics field are presented by the ram jet, 
as well as by other systems whose thrust outputs are not dependent on the 
motion of mechanical components . With the turbojet, it was possible to 
neglect the dynamics of aerodynamic and thermodynamic processes because 
of the relatively slow dynamic behavior of the moving components . Such 
processes, however, are the sole contributors to the dynamics of the ram 
jet . 
---- - --
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Experimental investigations have been conducted at the NACA _Lewis 
laboratory to study the dynamic characteristics of the ram- jet engine . 
A 16- inch ram- jet engine des i gned for a Mach number of 1 . 89 was used in 
one test ; and its dynamics were investigated in a supersonic wind tunnel 
over a range of Mach numbers , altitudes, and angles of attack . The 
results obtained are very briefly reported in reference 1 . In another 
test , which was conducted in a free - jet facility, a 48- inch ram- jet en-
gine designed for a Mach number of 2 . 75 was used ; the dynamic relations 
in this engine are the subject of the ~resent report . (Some preliminary 
results from the 48- in . engine are given in ref. 2 .) 
The dynamics of the 48- inch ram- jet engine were investigated by 
both indicial and frequency - response testing . The input variable was 
the engine fuel flow . The pressure response was recorded at several 
stations in the engine during transients that covered large ranges of 
engine operation in the supercritical region . The investigation was 
made at a Mach number of 2 . 75 and at zero angle of attack . Altitudes 
from 68;000 to 82;000 feet were simulated . 
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SYMBOLS 
error voltage 
Laplacian transfer function (pressure change to fuel- flow 
change ) 
steady- state gain 
total pressure; lb/sq ft abs 
static pressure; lb/sq ft abs 
fuel orifice pressure drop for set of spray bars connected to 
servo system 
fuel orifice pressure drop for set of spray bars connected to 
manual throttle 
complex operator 
fuel servo input voltage 
fuel servo feedback voltage 
fuel flow; lb/sec 
~ 
o 
ill 
N 
NACA RM E56F28 
Subscripts : 
1 to 16 refer to pressures or pressure sensors located as shown in 
figs . l (c ) and 2 (b ) 
APPARATUS AND INSTRUMENTATI ON 
Engine 
3 
Diffuser . - A phantom sketch of the diffuser of the 48 - inch ram- jet 
engine is shown in figure l(a) . The diffuser inlet was) essentially ) 
a 2160 segment of a single - cone (220 half - angle ) Ferr i type inlet . The 
conical shock wave fell just outside of the inlet lip at the Mach number 
of the investigation (2 . 75 ) . The internal-flow passage of the diffuser 
was convergent - divergent ; the area variation is shown in figure l(b) . 
In order to prevent flow separation) the diffuser included vortex gener -
ators placed along the cowl and innerbody . The performance of the dif -
fuser is reported in reference 3 . 
For this investigation) a screen was installed near the diffuser 
exit across one -half of the flow passage to improve the velocity dis-
tribution at the diffuser exit . This screen blocked 20 percent of the 
half area . 
The location of instrumentation in the diffuser is shown in figure 
l (c) . Twelve wall taps for the measurement of static pressures during 
transients were distributed longitudinally in the diffuser . Taps 1 to 
11 were located on the top of the innerbody) 2 inches off - center, while 
tap 12 was located at 4 : 00 o ' clock looking downstream . Two probes were 
used to measure total pressure during transients . Probe 14 was in the 
plane of the inlet lip at 12 :00 o ' clock . Probe 15 was at 2 :00 o'clock 
near the diffuser exit . At each station where a pressure was measured 
during transients , the steady- state measurement of this pressure was 
made with a tap or probe in the close vicinity of the transient sensor . 
The average value of diffuser -exit total pressure over the cross section 
was determined from the pressures measured with the six rakes at station 
196 . 5 . 
Combustor . - The ram- jet combustion chamber consisted of a 48 - inch-
diameter section ~ feet long connected to the 32 - inch- diameter diffuser 
outlet by a 300 ( included- angle) divergent section . The fuel injection 
system and a portion of the flameholders were contained in this diver-
gent sect i on . A cutaway view of the combustor is shown in figure 2(a)) 
and a diagramatic sketch is shown in figure 2 (b) . 
l 
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Fuel was sprayed normal to the air stream through orifices in 1/2 -
inch- diameter radial bars . The combustor contained three sets of spray 
bars ; a set consisted of 16 bars equally spaced circumferentially and 
supplied from a common external manifold. Figure 2 sho"l>TS the three bars 
present at a typical circumferential position ; however, only the two 
upstream sets of spray bars were used in this investigation . 
The fuel used was MIL- F- 56 24B, grade JP- 5 , with a lower heating 
value of 18 , 625 Btu per pound . 
I nformation on combustor performance and further details of com-
bustor design are contai ned in reference 4 . 
Exhaust nozzle . - The convergent - divergent exhaust nozzle is also 
shown in figure 2 (b) . The throat area of the nozzle was 54 . 6 percent 
of the maximum area of the combustion chamber . 
The nozzle inlet was instrumented as shown in figure 2(b). Tran-
sient measurements ,.,rere made with total- pressure probe 16 and wall 
static tap 13 . The rakes "Tere used to determine the average value of 
total pressure over the cross section in steady state . 
Facili ty 
The investigation was conducted in a free - jet facility . The design 
and performance of this facility are discussed in reference 5 . Figures 
3(a) and (b) show a schematic diagram and a cutaway view, respectively, 
of the facility with the ram- jet engine installed . The inlet of the 
supersonic nozzle was supplied with dried and heated compressed air . 
About 52 percent of the free jet from the supersonic nozzle entered the 
engine inlet ; the remainder passed through the jet diffuser . The com-
bined flow from the ram jet and the jet diffuser was ducted to exhaust -
ing machinery . 
Fuel Sys tem 
As mentioned previously , two sets of f uel spray bars were used in 
the investigation . The fuel flow to the downstream set was controlled 
manual ly and was not varied during transients . The fuel flow to the 
upstream set was controll ed by a specially designed fuel system and was 
used to impose transient oper ation on the engine . 
The block diagram of this fuel system is shown in fig ure 4 . The 
system consisted of a throttle with a pressure - drop control and a closed-
loop servo system for posit i oni ng the throttle . The throttle - pressure -
drop control mai ntained a constant pressure differential across the 
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throttle by means of a fast - acting pressure - reducing valve . The f io'd 
through the throttle, therefore, varied linearly with throttle position 
( throttle area was proportional to position ). The electrohydraulic 
servo system provided a linear relation between throttle position and 
the input voltage Vi . Fuel flow , therefore, was a linear function of 
the i nput voltage . Further details on the des i gn of fuel systems of 
thi s type are given in refer ence 6 . 
The dynami c performance of the fuel system, as installed for the 
investigation, is shown in figure 5 . In this figure is shown the fre -
quency response of fuel - throttle position to servo input voltage, fuel 
flow (at the spray orifices ) to servo i nput voltage, and fuel flow to 
fuel - throttle position . The data i nvolving fuel flow include the dynamic 
effects of the manifold on the engi ne and all the necessary piping lead-
ing to the manifold . (The fuel system shown in fig . 4 was mounted out -
side the free - jet facility . ) The performance of the system makes it 
sui table for the investigation of ram- jet dynamics . 
I nstrumentation 
Gas -pressure sensors . - Pressure pickups of the variable - inductance 
type havi ng high natural frequencies were used to measure gas pressures 
in transient . The pickups were very small and of diaphragm construction . 
They were installed in water - cooled jackets to maintain operation at the 
hi gh temperatures involved . Connecting tubing lengths were kept to a 
mi nimum to ensure fast response ; all pickups had tubing lengths of 9 
inches, except pickups 15 and 16, ,vhich had lengths of 9 . 5 and 23.75 
i nches , respect i vely . I n order to give satisfactory damping , tubi ng 
wi th an i nside diameter of 0 .040 inch was used . 
The response characteristics of the pickups without tub i ng and witn 
two different lengths of tubing were obtained from bench tes t s and are 
presented in figure 6 . The figure shows that tubing length affecte d 
the response mainly in the frequency range over 100 cycles per sec ond . 
Wi th 9 i nches of tubing, the response was nearly flat at frequencies up 
to 100 cycles per second . 
For steady- state measurements, pressures were indicated on manometer 
and recorded simultaneously by photography . 
Fuel flow . - An indication of the fuel flow from each set of spray 
bar s dur i ng transients was obtained by measuring the pressure drop across 
the orifices i n the spray bars . A resistance, strain-gage, differential-
pressure pickup was connected to the line between a spray bar and its 
mani fold and was referenced to the gas pressure in the combustion chamber 
near the spray bars . Bench tests showed the response of the fuel -pressurl 
s i de of the pi ckups (with the tubi ng i nvolved ) to be es s entially flat to 
150 cycles per second with no measurable phase shi ft . 
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Steady- state measurements of fuel flow were made with manometers 
which indicated the pressure drop across an orifice in the fuel supply 
line to the facili ty . 
Fuel- throttle positi on . - Fuel- throttle position was sensed by a 
linearly variable differential transformer directly attached to the 
throttle . The signal was amplified, demodulated, and filtered giving 
a direct - current signal proportional to the throttle position. 
Amplifiers and recorders . - Carrier -type amplifiers were used for 
the pressure signals. The voltage indicative of fuel - throttle ,position 
and the fuel servo input voltage were amplified by direct - current am-
plifiers . The carrier amplifiers are shown in racks 1 and 3 of figure 
7 and the direct - current amplifiers in rack 5 . 
The transient measurements were recorded on sensit i zed paper with 
oscillographs using galvanometer s with natural frequencies of 210 to 
500 cycles per second, depending on the amount of filtering desired . 
For monitoring purposes, certain variables were also recorded with a 
direct-inking strip- chart recorder . 
The galvanometric oscillographs are shown in racks 2 and 4 of fig -
ure 7 and the direct - inking recorder in rack 7. 
PROCEDURE 
The i nvestigation was conducted at a Mach number of 2 . 75, zero 
angle of attack, and over a range of s i mulated altitudes from 68,000 to 
82,000 feet . The total temperature of the inlet flow to the ram jet was 
maintained close to 5280 F, the temperature value corresponding to flight 
above the tropopause at thi s Mach number. 
The desired flow conditions in the free jet could not be maintained 
when the ram jet was operated subcritically. The tests, therefore, 
were limited to the supercritical operating region of the engine . The 
steady- state map of this region is presented in figure 8, where diffuser 
total-pressure recovery is shown as a function of fuel - air ratio. Only 
a limited amount of data was obtai ned close to the crit i cal point (ap-
proximately 0 . 63 recovery) because of the delay involved in reestablish-
ing the free - jet flow after a flow breakdown . A substantial portion of 
the map shown was covered in the i ndic i al and frequency - response tests 
of the engine dynamics . 
Indicial response was investigated by the addition of a step func-
tion to the input voltage of the fuel servo. The resulting disturbance 
in fuel flow approximated a step; the rise time was about 0.010 second 
in most cases . This was considered an adequate step for the purposes 
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of this investigation and will be referred to as a step in fuel flow . 
Both step increases and decreases in fuel flow were made from several 
initial levels . These initial levels in fuel flow were chosen to cover 
the range of engine operat i on gi ven in figure 8 . Steps of various mag -
ni tudes from fixed levels were also made . The magnitudes of the steps 
were varied from 10 to 38 percent of the fuel flow required for critical 
operati on of the ram jet . Steady- state data were taken to determine 
the ini tial and final conditions of each transient . 
Frequency response was investigated by imposing a sinusoidal varia-
tion on the i nput voltage of the fuel servo . The form of the resultant 
var i at i on i n fuel flow was essentially sinusoidal over the frequency 
range of interest . The mean value and the ampli tude of each fuel -~low 
s i nusoi d were held constant while recordings were made for several dis -
crete fr equencies . At the h i gher f requenc i es ) i t was necessary to in -
crease the amplitude of the voltage s i ne wave in order to maintain a 
constant fuel- flow ampli tude (see f i g . 5) . The fre quency range was also 
swept whi le cont i nuous rec ordings were made i n order to di scover any 
phenomena that mi ght be isolated in a narrow £requency band . Steady-
state data correspondi ng to the peaks and mean value of each s i ne wave 
were recorded . The engine was subjected t o sinusoidal vari ations in 
fuel flow of var i ous amplitudes and mean values selected to cover a 
l arge por tion of the supercr i tical operati ng regi on . Frequency- response 
data ar e presented for frequencies up to 50 cycles per second . 
RESULTS AND DI SCUSSI ON 
General Characteristics of Response 
An order ly approach to the determinat i on of engine dynamics is first 
to investigate transients sufficiently small to involve only dynamic re -
lat i ons that are essent i all y l i near and then to i nvest i gate the nonlinear 
e f f ects that may ar i se during larger transients . I n this i nvestigation, 
however , it was necessary to use rather large fuel- flow transients in 
or der to pr ovide t rans i ents in the engine press ures that were di scernible 
over the noi se levels present . The results, therefore, are not entirely 
fr ee of the nonli near effects of the unsteady -flow pr ocesses involved . 
I n spite of this , the responses obtai ned generally approximated a linear 
for m wi thin a reasonable degree of accuracy . I n general, the response 
of pres s ure to fuel flow consisted of a dead t i me followed by a first -
order lead- lag . This manner of response is also noted in the investiga -
t i on reported in ref erence 1 . 
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In the present investiga~ion, departures from the linear lead-lag 
pattern were observed in particular cases . These departures, however, 
occurred when the transient included operating regions where nonlinear-
ities existed in the static relation of particular pressures to fuel 
flow . Such nonlinearities were caused by the proximity of the shock 
wave or by transverse distortions in the flow. 
A detailed presentation of the results obtained from the indicial-
and frequency- response testing will be given in following sections . 
In the remainder of this section, typical responses will be discussed 
in order to introduce the various phenomena involved in the later 
discussions . 
Transient records of a typical response to a step increase in fuel 
flow are shown in figure 9 . Two records are shown because the large 
number of pressures necessitated the use of two recorders. The trace 
at the top of each record is a synchronizing trace, which permits the 
time scales of the two records to be correlated . In addition, correla-
tion is possible by means of the step in fuel servo input voltage Vi 
which appears in both records . The transient presented in the figure 
resulted from a fuel - flow step of about 32 percent of the critical fuel 
flow at the simulated alt i tude of 82,000 feet . The approximate movement 
of the di ffuser normal shock during the transient was from station 135 
(P9) to station 45 (P4)' 
The dead time in the pressure response is apparent in figure 9 . 
This dead time is the time interval from a fuel-flow change (6PI trace ) 
to the beginning of a pressure response . A dead time of 0.021 second, 
for example, can be read from the trace of P13' The dead time con-
sisted of two delays : the first was the time expired between an increase 
in fuel flow at the injection station and the increase in heat release 
at the combustion zone, and the second was the time required for the 
resultant pressure disturbance to propagate from the combustion zone to 
the pressure sensor . If the dead times in figure 9 for diffuser static 
pressures are read in succession from the exit (P12 to P5)' it will 
be seen that they become progressively larger, marking the upstream 
propagation of the pressure disturbance. 
The disturbance, of course, propagated against the relatively low 
velocities of subsonic flow to the initial position of the shock (P9) ' 
Further propagation upstream (P9 to P4) had to be accomplished by 
shock movement against supersonic air velocities and, consequently, was 
at a slower rate . Dead times at the stations passed by the shock were 
not, therefore, representative of the dead times at these stations when 
the shock was initially upstream of them. In order to distinguish the 
dead times according to the manner of propagation involved, the term 
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dead time will be used herein only when the pressure was sensed down-
stream of the initial shock position . The dead time of pressures up-
stream of the initial shock position will be called "shock- passage 
time . " As an example, a shock- passage time of 0 . 078 second is noted in 
figure 9 for P7 ' The shock-passage time of a given station consists 
of the dead time at the initial shock position plus the time required 
for the shock to travel to the given station . 
The controlled pressure i n a ram- jet control system, of course, 
will not be sensed upstream of the steady- state shock position, except 
in the special case of limiting controls . Shock-passage time, therefore, 
need not be considered in the study of stability and response to small 
disturbances ; however, it may be an important part of the control prob -
lem when large disturbances are involved . Knowledge of shock-passage 
times is useful also in determining how fast a control must respond if 
it i s necessary to keep the shock within the diffuser, that is, to avoid 
subcritical operation of the engine . 
Also illustrated in figure 9 is the lead-lag form, characteristic, 
in general, of the pressure response . This manner of response, in which 
the pressure responds directly proportional to fuel flow at first and 
then approaches its final value in exponential manner, is most apparent 
in the traces of P10 and Pll ' The lead- lag is also present in the 
traces of P12' P13' and P16 but is somewhat obscured by the noise 
level . For P15 , the exact nature of response is completely hidden in 
thi s record by the noise . Pressure response upstream of P10 was de-
pendent on the configuration and speed of the shock as it passed a par -
ticular station . 
Transient records of a typical response to a step decrease in fuel 
flow are shown in figure 10 . This was the return transient of that 
shown in the preceding figure, that is, the step decrease in fuel flow 
(32 percent of the critical value) was made from the steady- state con-
ditions that followed the transient of figure 9 . Because the initial 
shock position for the transient of figure 10 was near station 45 (P4)' 
the normal dead times of pressures as far upstream as P5 can be read 
from this figure . The dead time of P7 (0 . 041 sec) is noted in t he 
figure for comparison with the shock- passage time (0 . 078 sec) shown in 
the previous figure for this pressure . Downstream of the region of 
shock travel, the dead times in the two figures are about the same for 
a given pressure . For static pressures P10 to P13' which were down -
stream of the shock travel, the response after dead time appears to 
approximate the lead- lag form . The general response form of pressures 
further upstream is not apparent in this figure because the passing of 
the shock interfered wi th the pressure responses . 
,-
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As stated previously , the remalnlng sections of the report contain 
a more detailed presentation of the response characteristics already 
introduced . Data from the i ndi c i al - response tests ar e used in present i ng 
information on dead time and shock- passage time . The results of the 
frequency - response tests are used to establish the form of response and 
the transfer functions . 
Dead Ti me 
The data given in thi s section are for static pressures only since 
the traces of total pres s ures wer e too noisy to read accurately in t he 
indicial - response records , Frequency- response data, however, showed 
the dead t i me of total press ur e t o be about equal to the dead time of 
static pressure at a gi ven stati on . These frequency - response data will 
be presented in the section "Response of total pressures ." 
Variat i on with ram- jet stati on . - The variation of dead time with 
ram- jet sta tion is shown i n f i gure 11 . This figure shows the dead times 
resulting fr om a step decrease i n fuel flow equal to 10 percent of the 
critical fuel flow at the s i mulated alt i tude of 82,000 feet . The step 
was taken from a high diffuser total- pressure recovery (0 . 616 ) in order 
to obtain data for stati ons as far upstream as poss i ble . Although this 
recovery was about 98 percent of crit i cal recovery, the shock position 
was considerably downstream of the diff user inlet because of the i nternal 
contraction and slow ini tial di vergence of the flow passage . No dead-
time data, therefor e , could be obtained for pressures Pl to P4 ' (As 
discussed previously , the subcrit i cal region had to be avoi ded because 
of the fac i l i ty l i mi tat i on .) 
As shown i n figure 11, dead time varies from 0 . 019 second for the 
exhaust - noz zle i nlet (P13 ) to 0 . 052 second for the farthest upstream 
measurement (P5) ' Considering only the variation within the diffuser 
(diffuser pressures are most suited for control purposes), the dead time 
of P5 is more than t wi ce the dead time near the diffuser exit (P12) ' 
This appreciable increase in dead time with distance from the combustion 
zone is a significant factor to consider when selecting the sensor loca-
tion for a control that will manipulate fuel flow . A sensor located near 
the diffuser exit would allow f aster response for a high- recovery control 
than would a sensor located near the steady- state shock position, that 
is, if the other f actors affecti ng response are equal . 
Effect of diff user recover y and step direction . - The effect of 
diffuser total -pr essure recovery and the direction of the f uel - flow step 
on dead t i me is presented i n f i gur e 12 . In thi s figure the dead t i mes 
for several pressures are shown as functions of diffuser r ecovery for 
both step increases and decreas es i n fuel flow . The magnitude of the 
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steps was again 10 percent of the critical fuel flow) and the simulated 
altitude was still 82)000 feet . Data are shown only for pressures P9 
to P13 because the other static pressures were not downstream of the 
shock for a sufficient range of recoveries . 
Figure 12 shows that the dead times were not dependent on whether 
the step was an increase or a decrease in fuel flow . 
Pressures relatively near the combustion zone (Pll to P13) have 
no apparent variation in dead time with diffuser total-pressure recovery 
(fig . 12) . For pressures farther upstream (P9 and P10)) however) a 
slight decrease in dead time with increasing pressure recovery is notice-
able . This decrease resulted because the air velocities opposing the 
upstream propagation of the pressure disturbance were reduced by an in-
crease in pressure recovery . The time required for the propagation of 
the pressure disturbance was) of course) a more significant portion of 
the dead time for the upstream pressures than for the downstream 
pressures . 
Effect of step magnitude . - No variation in dead time with the 
magnitude of the fuel - flow steps was observed . Steps were investigated 
that ranged in magnitude from 10 to 38 percent of the critical fuel flow 
at the simulated altitude of 82)000 feet . The data for step decreases 
in fuel flow over this range of magnitudes are shown in figure 13(a) for 
a pressure well forward in the diffuser P5 and for a pressure near 
the diffuser exit P12 ' These data were taken at a high initial value 
of diffuser recovery (0 . 615) . With step increases in fuel flow) it was 
necessary that the initial recovery be low (0 . 531) in order to avoid 
entering the subcritical region in the transients ; hence) the initial 
shock position was well downstream and data were not obtained for pres -
sures very far forward in the diffuser . Figure 13 (b) shows the data 
obtained for P12 from the step increases in fuel flow . 
Effect of altitude. - Figure 14 shows that dead time does not vary 
with altitude over the range that was simulated (68)000 to 82)000 ft) . 
The dead times shown in the figure are for step increases in fuel flow 
taken from i nitial recoveries of 0 . 592 . The magnitudes of the steps 
were such that a change in fuel - air ratio of 0 . 006 was made at each 
altitude . 
Shock-Passage Time 
Because it was not expedient to expel the shock during the investi -
gation) the information obtained on shock-passage time was rather 
limited . Some information) however) i s given by the data shown in fig -
ure 15. This figure shows the variation of shock-passage time with 
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ram- jet station for step increases in fuel flow of various magnitudes. 
The initial diffuser total-pressure recoveries and, hence, initial shock 
positions were the same for all the steps. The steps were taken at a 
simulated altitude of 82,000 feet. 
In order to illustrate the large difference between shock-passage 
time and the normal dead time, the dead-time curve from figure 11 is 
also shown in figure 15 . A comparison of the slopes of the curves shows 
that the shock travelled at rates which were much slower than those for 
a disturbance propagating through the same portion of the diffuser against 
subsonic flow . 
The shock-passage times shown in figure 15 decrease at a given 
station as the magnitude of the fuel flow step is increased. The aver-
age speed at which the shock moved upstream from its initial position 
became faster, therefore, as the disturbances were made larger. 
Response Form and Transfer Functions 
The form of response and the transfer functions, as stated previous-
ly, were determined from the frequency-response data. These data are 
presented for a simulated altitude of 68,000 feet only; however, the 
response did not change significantly with altitude over the range 
simulated during the investigation (68,000 to 82,000 ft). 
Static characteristics . - Three sinusoidal variations in fuel flow 
were used to obtain the frequency-response data presented. The steady-
s t ate operating regions corresponding t o these sinusoids are indicated 
in figure 16(a), which shows the fuel-flow range of each sinusoid in 
re l ation to the steady-state variation of diffuser total-pressure re -
covery with fuel flow . It is apparent from this figure that a wide 
range of engine operation was covered in the frequency -response tests. 
The figure also shows that sinusoids A and B, considered together, pro -
vide a change in amplitude at constant base point, while sinusoids B 
and C provide a change in base point at constant amplitude. 
The steady- state relations of the individual pressures to fuel flow 
are presented in figures 16(b ) (static pressures ) and (c) (total pres-
sures ). (Data are not shown for P13' because the installation of this 
pickup proved unsuitable for frequency-response testing .) For conven-
ience, he fuel flows covered by each sinusoid are indicated again on 
these figures . The figures show that some of the pressures were reason-
ably linear in their static relation to fuel flow, while others were very 
nonlinear . 
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The shock wave was responsible for the principal nonlinearities in 
the static pressures . For the lowest value of fuel flow for which the 
data of figure 16(b) are shown) the shock was just upstream of the sta-
tion where Pg was measured . As the fuel flow was increased over the 
range used to acquire the data) the shock moved past the stations of 
P8) P7) P6) and P5) resulting in the very nonlinear behavior of these 
pressures . The static pressures at stations not passed by the shock 
(Pg) P10) Pll) and P12 ) varied in a reasonably linear manner . (The 
proximity of the shock to the station of P9 did affect this pressure 
somewhat for the lower values of fuel flow) but for the larger portion 
of the range the behavior of Pg was reasonably linear. ) 
The curve for total pres s ure P15 (fig . 16 (c )) shows the steady-
state variation of this pressure was also quite nonlinear . This was a 
result of the changes that oc curred in the transverse flow distortions 
of the diffuser when the fuel flow was varied . These changes were evi -
dent on examining the total- pr essure surveys taken with the six rakes 
at this station . (It is interesting to compare the curve for P15 with 
the relatively linear cur ve of fig . 16 (a) ) whi ch indicates t h e behavior 
of the cross - sectional average pressure with fuel flow . ) 
Response of static pressures . - On the basis of the steady- state 
relations given in figure 16 (b ) ) nonlinearit i es attributable to the 
shock were to be expected in some of the static - pressure responses . 
Where such nonlinearities were not involved) however) the responses of 
the static pressures approximated a linear form . 
Several of the static pressures (Pg) P10) Pll) and P12) were down-
stream of the region of shock travel during all three of the sinusoids. 
The frequency response of these pressures to fuel flow is presented in 
figure 17) where amplitude ratio and phase lag are shown as functions of 
frequency for each of the pressures . The amplitude ratios are given in 
normalized form ; that is) they have been divided by the amplitude ratios 
at frequencies sufficiently low to represent steady state . Curves 
representing the amplitude ratio and phase lag of a linear) first - order) 
lead- lag function (with dead time ) have been fitted to the data for each 
pressure . The Laplacian transfer functions associated with the curves 
are also given in the figure . (Numerical values for the steady- state 
gain terms) which are shown symbolically in the transfer functions) can 
be determined from the curves of fig . 16 (b ).) 
Figure 17 shows that) for each pressure of this group) the responses 
to all three sinusoids c~n be represented by the same transfer function 
with a reasonable degree of accuracy . Minor variations with amplitude 
or base point) though) are apparent fo r a given p r essur e . (For example) 
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the data for Pg from sinusoids A and B show a small- amplitude effect . ) 
Such variations, however, show no regular trends from one station to 
another and are small in comparison with the predominant response form . 
An inspection of the transfer functions in figure 17 will show that 
the variations in rise rat i o and time constant between the various pres-
sures are small . Rise ratios vary from 0.47 to 0 . 56, and time constants 
vary from 0 . 080 to 0 . 091 second . 
The terms for dead time that were required in the transfer functions 
in order to match the phase - lag curves with the data agree very well 
with the values of dead time obtai ned from the indicial - response tests . 
This agreement can be seen by comparing the exponential terms in the 
transfer functions of figure 17 with the values of dead time shown in 
figure 12 . For example, dead times of 0 .020 and 0 . 021 second are in-
dicated for P12 in figures 17 and 12, respectively . 
For the remaining static pressures (P5 ' P6' P7' and P8 ) ' nonlin-
earities caused by the shock occurred wi thin the fuel - flow range covered 
in the frequency - response tests . These pressures were sensed at stations 
far enough upstream to be passed by the shock during sinusoids A and B . 
When the shock moved downstream of a tap , of course, the flow past the 
tap became supersonic and the pressure no longer responded to the vary-
ing fuel flow . This phenomenon appeared in the transient record as a 
clipping of the sine wave traced by the pressure . For sinusoid C, some 
of the wave forms were quite distorted from a true sine wave, even though 
the flow did not become supersonic at the stations involved . The pres -
sure effects of the shock , of course, extended some distance into the 
subsonic region . 
The CUrves in figure 16(b), however, show that one pressure in 
this group P6 varies in a nearly linear manner over the fuel-flow 
range of sinusoid C, at least in steady state . The frequency response 
of this pressure for this range of fuel flows is shown in figure 18 . 
In addition to the data from sinusoid C, data are shown from sinusoid A 
for the portion of the sine wave corresponding to subsonic flow past the 
pressure tap . (The traces for sinusoid C, however, permitted a more 
accurate determination of the data points . ) Figure 18 shows that, over 
the fuel -flow range involved, ~he dynamic response of P6 is essentially 
linear and, like the responses already presented, can be adequately 
described as a lead- lag with dead time . Both the rise ratio (0 . 50) and 
the time constant (0 . 080 sec) are very similar to the values presented 
for other static pressures . The dead time indicated by the phase - lag 
data in figure 18 (0 . 043 sec) is the same as that obtained in the 
indicial- response tests (fig . 11) . 
Q 
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For each of the remaining static pressures (P5' P7' and PS), t he r e 
were certain limited regions of fuel flow where the steady- state rela-
tion was nearly linear (fig . 16(b» . On the basis of the response de-
termined for P6' it is believed that, in these particular regions of 
fuel flow, these pressures would also respond in linear lead- lag fashi on 
(following dead time). 
Response of total pressures . - The frequency responses of total 
pressures P15 and P16 are presented in figure 19. (Total pressure 
P14 was always upstream of the shock and did not respond .) Figure 
19 (a) shows that the response of P16 approximates a single lead- lag 
function (with dead time) for all three sinusoids. The data that are 
shown in figure 19(b) for P15 also indicate the same type of response . 
The data for P15 , however, are shown just for sinusoid B, and only fre-
quencies to 10 cycles per second are included for this sinusoid. For 
sinusoids A and C, and for the higher frequencies of sinusoid B, P15 
did not respond in linear fashion . As previously shown (fig . 16(c » , 
P15 was considerably nonlinear in its relation to fuel flow in steady 
state; this nonlinearity was attributed to the changing flow distortions 
of the diffuser . On the basis of the steady- state curve, it appeared 
that this problem would be associated mainly with high fuel flows and 
thus only with sinusoids A and C. At the higher frequencies, however, 
the distortion problem was evidently extended to the fuel-flow range of 
sinusoid B. 
The rise ratios and the time constants obtained for total pressures 
(fig . 19 ) are very similar to those obtained for static pressures. The 
r ise ratios that are presented for static pressures vary from 0 . 47 to 
0 . 56 . A value within this range (0 . 50) was obtained for P15, while the 
value for P16 (0. 44) was just a small amount outside this range . The 
time constants presented for static pressures vary from 0 . 080 to 0 . 091 
second . The time constants for P15 (0.086 sec ) and P16 (0.089 sec) 
are both within this range . 
As mentioned previously, the phase - lag data gave the best indica-
tion of total-pressure dead time because the high noise level of these 
pressures made the step data difficult to read . The phase-lag curves 
in figure 19 indicate that the dead times of P15 and P16 are 0 . 022 
and O.OlS second, respectively . A comparison of these values with the 
dead times presented earlier for Pll (0.022 sec) and P13 (0 . 019 sec) 
indicates that the dead times of total and static pressure are about 
equal at a given station. 
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SUMMARY OF RESULTS 
Dynamic relations in a large ( 48- in . ) ram- jet engine have been 
experimentally invest i gated f or a range of supercr i tical operating 
points and for a range of flight conditions (Mach number , 2 . 75 ; angle 
of attack, zero; simulated alt i tudes, 68 ,000 to 82 ,000 ft ) . The results 
of the investigation can be summarized as follows : 
1 . Throughout the ram- jet engine, and for trans i ents coveri ng a 
wide range of supercritical operation, the response of static or total 
pressure to fuel flow consisted of dead t i me followed by a response form 
that, in general, approximated a linear, first - order , lead- lag . 
2 . Any significant departures from the lead- lag form were explain-
able on the bas i s of nonli nearities that were caused by the shock or by 
transverse distortions i n the flow . 
3 . The rise ratios and time constants determined for static and 
total pressures were nearly independent of ram- jet station . Rise ratios 
var i ed from 0 . 44 to 0 . 56 ; time constants, from 0 . 080 to 0 . 091 second . 
4 . At a given station, the dead times of static and total pressures 
were about equal . 
5 . For stations downstream of the shock, the dead t i mes varied sig -
nificantly only with distance from the combustion zone . These dead 
t i mes r anged from 0 . 019 second at the exhaust - nozzle inlet to 0.052 
second near the di ffuser inlet a nd did not var y with the direct i on of 
the fuel - flow step, the magnitude of the step, or the s i mulated altitude . 
There was a slight decrease in dead time wi th i ncreasing diffuser total-
pressure recovery for pressures sensed a considerable distance fr om the 
combustion zone . 
6 . The dead time at a given station to a step increase i n fuel flow 
became much greater when the shock was init ially downstream of that 
stat i on . I n other words, shock travel was much slower than the propaga-
t i on of a disturbance against subsonic flow . Shock travel became faster 
as the magnitude of the step was i ncreased . 
Lewis F light Propuls i on Laborat ory 
National Advisory Commi ttee for Aeronautics 
Cleveland, Ohio , July 20, 1956 
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Figure 16 . - Static characteristics of engine for fuel-flow 
range of frequency-response tests. Simulated altitude, 
68,000 feet. 
11>-
o 
<.0 
t\) 
C\J 
CYl 
0 
,.fi 
<D 
I 
H 
0 
NACA RM E56F 28 
Q) 
r.. 
" ., 
1500 
1300 
n oo 
1500 
1300 
noo 
1500 
1300 
noo 
900 
., 1300 
Q) 
r.. 
a.. 
noo 
900 
70 0 
50 0 
0' 
0-
v 
j 
~ 
~ 
d 
I 
l 
I 
I 
I 
1).-p&_ 
P12 ..c~ p.--v 
.JY 
~p--
n. ~ 
Pll p.-o ~.J 
r Q-Q..-' 
~ p---~ 
.... ~ ~ 
PlO V f-'U""' 
c b-if 
CY 
~V 
V 
- ~ t:> 
~ ~ fT'-" h,......-' 
/ ~ P9 JSf 
? 
Sinusoidal variations of fuel flow 
A 
B I 
I C J 
0 30 
2 .4 
I I 
2 . 8 
i I Ii 
3 . 2 3 . 6 4 . 0 4 . 4 
Fuel flow , Ib/sec 
(b) Static pressures. 
Figure 16 . - Continued . Static characteristics of 
engine for fuel - flow range of frequency- response 
tests. Simulated altitude, 68,000 feet. 
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Figure 19 . - Frequency response of total pressures . Altitude, 68,000 feet. 
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